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CARACTERÍSTICAS GENERALES

• Exterior en acero plastificado blanco
• Interior en acero acabado epoxy blanco
• Diseñados para bebidas y productos envasados
• Estantes de acero acabado epoxy regulables en
altura con portaprecios
• De serie: Luz LED horizontal, vertical y cortina
nocturna
• Control digital de temperatura y descarches
• Evaporación y condensación ventilada
• Aislamiento de poliuretano inyectado, libre CFCs,
densidad 40 Kg/m³
• Evaporación automática del agua de descarche
• Clase climática 3 (25ºC 60%HR) régimen M1, temperatura
producto -1/5ºC UNE EN ISO 23953-2
• Tensión monofásica 230V 50 Hz
• Refrigerante ecológico R-290

GENERAL FEATURES

• Exterior in plasticised steel white
• Epoxy finished steel interior white
• Designed for beverages and packaged
• Epoxy coated steel shelves adjustable in height with
price holders
• Standard: horizontal LED, vertical and night light
curtain
• Digital temperature control and defrost
• Ventilated evaporation and condensation
• Insulation: Polyurethane, CFC, density 40 Kg / m³
• Automatic evaporation of defrost water
• Climatic class 3 (25ºC 60%HR) regime M1, product
temperature -1/5ºC UNE EN ISO 23953-2
• Voltage 230V 50 Hz
• Refrigerant ecologic R-290
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* La información relativa a la clase energética (según Reglamentos UE 
2019/2018 y 2019/2024) se refiere a la mejor configuración disponible 
para estos modelos. Cualquier configuración diferente a
la misma puede variar significativamente en la información relativa a 
la clase energética. Además, esta configuración se basa en la 
información disponible en el momento de la publicación de esta 
página.
Para más información, consulte la Base de Datos Europea de Productos 
de Etiquetado Energético EPREL o póngase en contacto con nuestro 
Departamento Comercial.

* The information regarding the energy class (according to EU 
Regulations 2019/2018 and 2019/2024) refers to the best 
configuration available for these models. Another different 
configuration can vary significantly in the information about the 
energy class. 
Also, this setting is based on the information available at
the time of publication of this page.
For more information, consult the European Database of Energy 
Labeling Products EPREL or contact our Commercial Department.


