
Características técnicas y constructivas sujetas a variación sin previo aviso, todas las fotos deben ser consideradas como una referencia

Technical and constructive characteristics subject to variation without prior notice, all photos must be considered as a reference

DOCRILUC. Ctra. Córdoba - Málaga Km. 75,8

Tlfs:+34957510126Fax:+34957510682

14900LUCENA(Córdoba),Spain

FICHA TÉCNICA

DATA SHEET

info@docriluc.es

www.docriluc.es

ENFRIADOR DE AGUA PANADERIA
ENFRIADOR DE AGUA EAP / EAP WATER COOLERS BREAD

CARACTERÍSTICAS GENERALES

• EAPI Exterior en acero inox AISI 304.
• EAP Exterior en acero plastificado blanco.
• Serpentín evaporador interior en acero inox AISI 304.
• Aislamiento en poliuretano inyectado, densidad 40kg/m3 y
grosor 60mm.
• Llenado automático por boya, diametro 1/2”
• Agitador de agua interior
• Control digital electrónico.
• Encimera desmontable.
• Rebosadero de seguridad diametro 3/4”.

GENERAL FEATURES

• EAPI Exterior in AISI 304 stainless steel.
• EAP white plastic coated steel exterior.
• AISI 304 stainless steel Internal evaporator coil
• Injected polyurethane insulation without CFCs density 
40kg/
m3 with 60mm thickness.
• Automatic fill, float system, 1/2” diameter
• Interior water shaker
• Digital electronic control.
• “Trop plein” security, diameter 3/4”.
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